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LED Indicators

Semaphore
Series CR

Position

Series PI




Series CR and PI

Body material:

Body colour:
Protection degree:
Working temperature:

Operating life at AT 25°C:

Not replaceable LEDs

Polycarbonate (PC) VO/UL 94

Black

1P54

20°C +60°C
>100.000 h

Supply voltage +/- 10%

Power

Technical features

Consumption

Current

24 Vac/dc

15-20mA

AC/DC

48 Vac/dc

15-20mA

AC/DC

130 = 110-130 Vac/dc

15-20mA

AC/DC

240 Vac

15mA

Alternating Current

220 Vdc

9mA

Direct Current

INTEGRATED
LAMP TEST

Available with integrated Lamp Test circuit (LT),
to test all signals at once.

POSITIVE NEGATIVE
COMMON COMMON

Available with Inbuilt Diode (PD) to avoid reverse feeding.
Also is possible choose the Positive Common, Negative Common
or Not Polarized options.

0
mijil
S

FLUSH
MOUNTING PROTRUDING

B type solution with low-profile Flush Mounting, to limit
the external dimensions and improve the design of the panel.

Customs tariff: 85389091

Other power supplies on request

INTEGRATED
RECTIFIER
BRIDGE

Integrated Rectifier Bridge to work in Alternating Current (AC)
or Direct Current (DC), automatically.

FASTON SCREW
TERMINALS TERMINALS FLYING LEADS

Easy to connect thanks to the Faston terminals 2.8mm x 0.8mm,
Screw terminals or Flying Leads.

Compliance:

Directive 2006/95/EC Low Voltage

Directive 2004/108/EC Electromagnetic Compatibility
Directive 2011/65/EC RhOS

Directive 2006/42/EC Machinery

Conformity to standards:
EN 60947.5.1 / EN 60073 / EN 60529 / EN 60068-2-6 /
EN 60204.1 / ENISO 7731/ EN 981/ IEC 536

DOMO reserves the right to change, amend, modify, suspend,
continue or terminate all or any part of the Product range either
in an individual case or in general, at any time without notice.
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LED Indicators / Semaphore

Series CR - g16mm

A type:
Protruding

B type:
Flush Mounting

} | Hole Size
g16mm

Connections
FASTON terminals
FLYING LEADS
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Overview

Head shape

Head shape

@27mm

27x27mm



Series CR - g16mm

Connections

HD  Faston terminals

Head dimension — Head shape
24  24mm Round CRT Round
24x24mm Square CRQ Square

Product Code

= 1 L

HD16/24 A CRT RG Vxx PD

Cut-out
16 @l6mm

T T T nE

L Head projection |~Symbol and color
A Protruding RG  Red/Green
B Flush Mounting GY  Green/Yellow

RY  Red/Yellow
N.B. by default the head is Protruding: WW  White/White
no need to add a letter A to the code.
Instead, the dedicated letter B must be
added when the head type is Flush

Mounting.

Please see product range section for the feasibility. Special version on request.

* Please contact our sales office to define details.

LED Indicators / Semaphore

Coding

Power supply

AC/DC Alternating Current
- 24 Vac/dc - 240 Vac

- 48 Vac/dc Direct Current
-130 Vac/dc - 220 Vdc

Other power supplies on request

Extra Options

@ Inbuilt Diode to avoid reverse feeding
@ Flying Leads”

@ Positive Common

@ Negative Common

@ Tropicalization

mDOMO.it 2



LED Indicators / Position

Series Pl - 216mm

A type:
Protruding

B type:
Flush Mounting

} | Hole Size
g16mm

Connections
FASTON terminals
FLYING LEADS

30 ==DOMO.it

Head shape

224mm

24x24mm

1.

Head shape

@27mm

27x27mm

1

Overview



Series Pl - 216mm

LED Indicators / Position

Coding

Connections Head dimension — Head shape Power supply
HD  Faston terminals 24  24mm Round PIR Round AC/DC Alternating Current
24x24mm Square PIQ Square -24 Vac/dc -240Vac
- 48 Vac/dc Direct Current
-130 Vac/dc - 220 Vdc
Other power supplies on request
Product Code HD16/24 A PIR ER Vxx PD Extra Options
T T —— ——
Cut-out \\ Head projection L Symbol and color L Options
16 ¢16mm A Protruding E Earth D Disconnector power @ Inbuilt diode to avoid reverse feeding
B Flush Mounting ER  Red DR Red @ rlying Leads®
EG Green DG Green @ Tropicalization
N.B. by default the head is Protruding: EY  VYellow DY  VYellow ® Integrated Lamp Test facility
no need to add a letter A to the code. EA  Amber DA Amber
Instead, the dedicated letter B must be EW  White DW  White
added when the head type is Flush EB Blue DB Blue
Mounting. ERG Red/Green DRG Red/Green

Please see product range section for the feasibility. Special version on request.

* Please contact our sales office to define details.
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LED Indicators / Semaphore

Series CR and Pl - 216mm

32

&

a Red
b Green

a Yellow
b Green

a Red
b Yellow

a White
b White

® Red
® Green
0 Yellow
© Amber
® Blue
) White

® Red/Green

® Red
® Green
© Yellow
© Amber
® Blue

) White

® Red/Green
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A type
Protruding
Head @24mm
Cut-out @16mm
Weight 13g

HD16/24 CRT RG Vxx

PRBTD

HD16/24 CRT GY Vxx

PRBTD

HD16/24 CRT RG Vxx

POBTD

HD16/24 CRT WW Vxx

PRBTD

HD16/24 PIR ER Vxx
HD16/24 PIR EG Vxx
HD16/24 PIREY Vxx
HD16/24 PIR EA Vxx
HD16/24 PIR EB Vxx
HD16/24 PIR EW Vxx

PRDO

HD16/24 PIR ERG Vxx

PR

HD16/24 PIR DR Vxx
HD16/24 PIR DG Vxx
HD16/24 PIR DY Vxx
HD16/24 PIR DA Vxx
HD16/24 PIR DB Vxx
HD16/24 PIR DW Vxx

P06

HD16/24 PIR DRG Vxx

PR

B type

Flush Mounting
Head @27mm
Cut-out @24mm
Weight 16g

HD16/24B CRT RG Vxx

PR

HD16/24B CRT GY Vxx

PRBTD

HD16/24B CRT RG Vxx

PRBTO®

HD16/24B CRT WW Vxx

PR

‘ HD16/24B PIR ER Vxx
HD16/24B PIR EG Vxx
HD16/24B PIREY Vxx
HD16/24B PIR EA Vxx
HD16/24B PIR EB Vxx
HD16/24B PIR EW Vxx

PRTO

‘ HD16/24B PIR ERG Vxx

PP

HD16/24B PIR DR Vxx
HD16/24B PIR DG Vxx
HD16/24B PIR DY Vxx
HD16/24B PIR DA Vxx
HD16/24B PIR DB Vxx
HD16/24B PIR DW Vxx

eolFLIr] L)

‘ HD16/24B PIR DRG Vxx

PP

Atype
Protruding
Head 24x24mm
Cut-out @16mm
Weight 13g

HD16/24 CRQ RG Vxx

PRSTD

HD16/24 CRQ GY Vxx

PRBTD

HD16/24 CRQ RG Vxx

PRBTD

HD16/24 CRQ WW Vxx

PRBTP

HD16/24 PIQ ER Vxx
HD16/24 PIQ EG Vxx
HD16/24 PIQ EY Vxx
HD16/24 PIQ EA Vxx
HD16/24 PIQ EB Vxx
HD16/24 PIQ EW Vxx

PRTO

HD16/24 PIQ ERG Vxx

eolFLIrg]

HD16/24 PIQ DR Vxx
HD16/24 PIQ DG Vxx
HD16/24 PIQ DY Vxx
HD16/24 PIQ DA Vxx
HD16/24 PIQ DB Vxx
HD16/24 PIQ DW Vxx

eolFLITRLT)

HD16/24 PIQ DRG Vxx

PP

Product range

B type

Flush Mounting
Head 27x27mm
Cut-out 24x24mm
Weight 16g

HD16/24B CRQ RG Vxx

PRBTD

HD16/24B CRQ GY Vxx

PRBTD

HD16/24B CRQ RG Vxx

PRBT@

HD16/24B CRQ WW Vxx

PRBTP

| HD16/24B PIQER Vxx
HD16/24B PIQ EG Vxx
HD16/24B PIQ EY Vxx
HD16/24B PIQ EA Vxx
HD16/24B PIQ EB Vxx
HD16/24B PIQ EW Vxx

ol FulTRf L7

‘ HD16/24B PIQ ERG Vxx

elrLIrg]

HD16/24B PIQ DR Vxx
HD16/24B PIQ DG Vxx
HD16/24B PIQ DY Vxx
HD16/24B PIQ DA Vxx
HD16/24B PIQ DB Vxx
HD16/24B PIQ DW Vxx

P06

‘ HD16/24B PIQ DRG Vxx

PlFLIrg]



Series CR and Pl - 216mm

HD16/24 CR - Semaphore

Dimensions mm  1:2

47 ‘10‘47

©
o | ~fo-kEnomet o & A type
Protruding

board thickness 10 mm
clamping: threaded nut

1,5
e
©
- f|ome— -H-&| Biype
i Flush
L | Mounting

board thickness 1 mm
clamping: threaded nut

Faston terminals Tabs 2,8 x 0,8mm

132

Com

Flying Leads

1 - White
2 2 - Brown
3 - Green

i

LED Indicators / Semaphore

Dimensions and wiring

HD16/24 PI - Position

Dimensions mm  1:2

47 ‘10|47

board thickness 10 mm
clamping: threaded nut

© ~
Sl o - B type
Flush

Mounting

board thickness 1 mm
clamping: threaded nut

Faston terminals Tabs 2,8 x 0,8mm

Red Green

Flying Leads

~ Monocolor
I

1 - White
2 - Brown

1 - White
2 2-Brown
3-Green

2| _lofeenomst o S| Atype
Q .
Protruding

132

LT

1 - White
) 2 - Brown
311 3-Green
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LED Indicators / Semaphore

1

MR Series CR - 222mm Overview

Head shape
—— #30mm —
A type:
Protruding
—— 30x30mm ——
Head shape
—— 32mm ——
B type:
Flush Mounting
22/30 — 32x32mm —]
22/48
Head shape
248mm
—— 48x48mm

Hole Size Connections

#22mm FASTON terminals
SCREW terminals
FLYING LEADS

34 =aDOMO.it



Series CR - 222mm

Connections Head dimension Head shape
HD  Faston terminals 30  30mm Round CRT Round
TV  Screw terminals 30x30mm Square CRQ Square

48  g48mm Round (TV only - no B type)
48x48mm Square (TV only - no B type)

o= L1 L

HD22/30 A CRT RG Vxx LT

Product Code

T T ——
Cut-out L Head projection L Symbol and color
22 322mm A Protruding RG Red/Green
B Flush Mounting RGY Red/Green/Yellow
(not available on 48mm) GY  Green/Yellow
RY  Red/Yellow
N.B. by default the head is Protruding: WW  White/White
no need to add a letter A to the code. WRG OFF  White/White

Instead, the dedicated letter B must be ON Red/Green
added when the head type is Flush

Mounting.

Please see product range section for the feasibility. Special version on request.

* Please contact our sales office to define details.

LED Indicators / Semaphore

Coding

Power supply

AC/DC Alternating Current
- 24 Vac/dc - 240 Vac

- 48 Vac/dc Direct Current
-130 Vac/dc - 220 Vdc

Other power supplies on request

Extra Options

Inbuilt Diode to avoid reverse feeding
Flying Leads*®
Positive Common

Tropicalization
Integrated Lamp Test facility

®
@
@
@ Negative Common
@
®
ocouT)

Double Input and Double Lamp Test
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LED Indicators / Position

gl Series Pl - 322mm Overview

Head shape
@
A type:
Protruding
Head shape
—— 32mm
B type:
Flush Mounting
—— 32x32mm
22/30

22/48
Head shape

248mm

—— 48x48mm
Hole Size Connections

222mm FASTON terminals
SCREW terminals
FLYING LEADS

36 a=DOMO.it



Series Pl - 222mm

LED Indicators / Position

Coding

Connections Head dimension Head shape Power supply
HD  Faston terminals 30  30mm Round CRT Round AC/DC Alternating Current
TV  Screw terminals 30x30mm Square CRQ Square -24 Vac/dc -240Vac
48  g48mm Round (TV only - no B type) - 48 Vac/dc Direct Current
48x48mm Square (TV only - no B type) -130 Vac/dc -220Vdc
Other power supplies on request
Product Code H D22/30 A PI R ER Vxx I_T Extra Options
T T ——
Cut-out \\ Head projection L Symbol and color Options
22 22mm A Protruding E Earth D Disconnector power @ Inbuilt diode to avoid reverse feeding
B Flush Mounting ER  Red DR Red @ rlying Leads®
(not available on 48mm) EG Green DG Green @ Tropicalization
EY  VYellow DY  VYellow ® Integrated Lamp Test facility
N.B. by default the head is Protruding: EA  Amber DA  Amber
no need to add a letter A to the code. EW  White DW  White
Instead, the dedicated letter B must be EB  Blue DB Blue
added when the head type is Flush ERG Red/Green DRG Red/Green

Mounting.

Please see product range section for the feasibility. Special version on request.

* Please contact our sales office to define details.

:=DOMO.it
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LED Indicators / Semaphore

Series CR - 222mm Product range

Atype B type Atype B type

Protruding Flush Mounting Protruding Flush Mounting
Head @30mm Head @32mm Head 30x30mm Head 32x32mm
Cut-out @22mm Cut-out @30mm Cut-out @22mm Cut-out 30x30mm
Weight 18g Weight 21g Weight 19g Weight 22g

b
a @ E 'éergen HD22/30 CRT RG Vxx HD22/30B CRT RG Vxx HD22/30 CRQRGVxx | HD22/30B CRQRG Vxx
PolcINGITRI LT oC21) POTOOHTD POTOOHTTD PolpcINITRILTLoC207)
b
C
a a Red
b Green HD22/30 CRTRGY Vxx | HD22/30BCRTRGY Vxx | HD22/30 CRQRGY Vxx | HD22/30B CRQRGY Vxx
c Yellow
eolPcINCITRYLT) oY PN TRILT) PolPcINCITRLT) eolPcINITRILT)
b
a <D E éii‘;: HD22/30 CRT GY Vxx HD22/30B CRT GY Vxx HD22/30 CRQ GY Vxx HD22/30B CRQ GY Vxx
PolpcINITRI LT oC21) POTOOHTD POTOOHTTD PolecINGITRILTLoC217)
b
a @ E $:ﬁow HD22/30 CRT RY Vxx HD22/30B CRT RY Vxx HD22/30 CRQRY Vxx HD22/30B CRQRY Vxx
PPTOOTD PolecINCITRILTEoc21T) PPTOOTD PPTOOTD
b
a Q E Vv‘c:';z HD22/30 CRTWW Vxx | HD22/30B CRTWW Vxx | HD22/30 CRQWW Vxx | HD22/30B CRQ WW Vxx
PolecINCITRI LT oc 217 PolecINCITRILTEoc217) PRTOOHTD PolecINCITRI L Toc217)
50 4
@ af ) & T HD22/30 CRTWRG Vxx = HD22/30B CRT WRG Vxx = HD22/30 CRQ WRG Vxx = HD22/30B CRQ WRG Vxx
% b White/Green
e DCCOOED OOCCIOED OCCIOETD OCCIOTD

ss amDOMO.it



Series Pl - 222mm

® Red
® Green
Yellow
© Amber
® Blue
White

® Red/Green

® Red
® Green
Yellow
© Amber
® Blue
White

® Red/Green

Atype
Protruding
Head @30mm
Cut-out @22mm
Weight 16g

HD22/30 PIR ER Vxx
HD22/30 PIR EG Vxx
HD22/30 PIREY Vxx
HD22/30 PIR EA Vxx
HD22/30 PIR EB Vxx
HD22/30 PIR EW Vxx

D006

HD22/30 PIR ERG Vxx

@

HD22/30 PIR DR Vxx
HD22/30 PIR DG Vxx
HD22/30 PIR DY Vxx
HD22/30 PIR DA Vxx
HD22/30 PIR DB Vxx
HD22/30 PIR DW Vxx

D00

HD22/30 PIR DRG Vxx

@

B type

Flush Mounting
Head @32mm
Cut-out @30mm
Weight 20g

HD22/30B PIR ER Vxx
HD22/30B PIR EG Vxx
HD22/30B PIREY Vxx
HD22/30B PIR EA Vxx
HD22/30B PIR EB Vxx
HD22/30B PIR EW Vxx

P00

HD22/30B PIR ERG Vxx

eolrR]

HD22/30B PIR DR Vxx
HD22/30B PIR DG Vxx
HD22/30B PIR DY Vxx
HD22/30B PIR DA Vxx
HD22/30B PIR DB Vxx
HD22/30B PIR DW Vxx

P00

HD22/30B PIR DRG Vxx

@

A type
Protruding
Head 30x30mm
Cut-out @22mm
Weight 18g

HD22/30 PIQ ER Vxx
HD22/30 PIQ EG Vxx
HD22/30 PIQ EY Vxx
HD22/30 PIQ EA Vxx
HD22/30 PIQ EB Vxx
HD22/30 PIQ EW Vxx

P06

HD22/30 PIQ ERG Vxx

@0

HD22/30 PIQ DR Vxx
HD22/30 PIQ DG Vxx
HD22/30 PIQ DY Vxx
HD22/30 PIQ DA Vxx
HD22/30 PIQ DB Vxx
HD22/30 PIQ DW Vxx

P06

HD22/30 PIQ DRG Vxx

@0

LED Indicators / Position

Product range

B type

Flush Mounting
Head 32x32mm
Cut-out 30x30mm
Weight 21g

HD22/30B PIQ ER Vxx
HD22/30B PIQ EG Vxx
HD22/30B PIQ EY Vxx
HD22/30B PIQ EA Vxx
HD22/30B PIQ EB Vxx
HD22/30B PIQ EW Vxx

D006

HD22/30B PIQ ERG Vxx

@

HD22/30B PIQ DR Vxx
HD22/30B PIQ DG Vxx
HD22/30B PIQ DY Vxx
HD22/30B PIQ DA Vxx
HD22/30B PIQ DB Vxx
HD22/30B PIQ DW Vxx

D006

HD22/30B PIQ DRG Vxx

@
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LED Indicators / Semaphore

o . 3 e o
Series CR - 222mm Dimensions and wiring
HD22/30 CR

Dimensions mm 1:2 Dimensions mm  1:2
47 ‘ 10 ‘k —» Js
8- ol =1 A type - o Aba B type
Q Protruding @ Flush
— = Mounting
board thickness 10 mm board thickness 1 mm
clamping: threaded nut clamping: threaded nut

Faston terminals Tabs 2,8 x 0,8mm

1238 1234 1234
a b Com LT Com c
Com a b a b
,;1 2 3 1-Com ,;1 2 3 1-Com
I I I 2-Red ' I I 2-Red
3 - Green 3 - Green
4 - Yellow i 4-Com
o 5 L 5-1T
4 5 6 6-1T 2 5 6 6-1T
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Series Pl - 222mm

HD22/30 PI

Dimensions mm  1:2
47 10
DE— N
Q- ofi— 8 A type
°© Protruding

board thickness 10 mm

clamping: threaded nut

Faston terminals Tabs 2,8 x 0,8mm

LED Indicators / Position

Dimensions and wiring

Dimensions mm  1:2

}&@eﬁ

board thickness 1 mm
clamping: threaded nut

Monocolor Monocolor + Lamp Test (LT)

123

1,5
-

o
ol
[}

]

B type
Flush
Mounting

Bicolor

123

Red Green
Com

=DOMO.it 4
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LED Indicators / Semaphore

Series CR - 222mm

QU

[ )

QU

Q

a

+
i
+
-
e

a Red
b Green

a Red
b Green
¢ Yellow

a Yellow
b Green

a Red
b Yellow

a White
b White

a White/Red
b White/Green
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Atype
Protruding

Head @30mm
Cut-out @22mm
Weight 21g

TV22/30 CRT RG Vxx

PRPTOOTD

TV22/30 CRT RGY Vxx

PAODTOO

TV22/30 CRT GY Vxx

PRPTOOTD

TV22/30 CRT RY Vxx

PPPTOOED

TV22/30 CRT WW Vxx

PPPTOOED

TV22/30 CRT WRG Vxx

PPPTOOED

B type

Flush Mounting
Head @32mm
Cut-out @30mm
Weight 25g

TV22/30B CRT RG Vxx

PRITOOED

TV22/30B CRT RGY Vxx

el FLlpcINcIrRILT]

TV22/30B CRT GY Vxx

PRITOOD

TV22/30B CRT RY Vxx

PPDTOOED

TV22/30B CRT WW Vxx

PPBTOOED

TV22/30B CRT WRG Vxx

PPDTOOED

Atype
Protruding

Head 30x30mm
Cut-out @22mm
Weight 22g

TV22/30 CRQRG Vxx

PRITOOTD

TV22/30 CRQRGY Vxx

PRPTOO

TV22/30 CRQ GY Vxx

PP TTOETD

TV22/30 CRQRY Vxx

PRPTOOZD

TV22/30 CRQ WW Vxx

PRPTOOXD

TV22/30 CRQ WRG Vxx

PRPTOOZD

Product range

B type

Flush Mounting
Head 32x32mm
Cut-out 30x30mm
Weight 26g

TV22/30B CRQ RG Vxx

PRBTOOED

TV22/30B CRQ RGY Vxx

PRAOTOO

TV22/30B CRQ GY Vxx

PR TOOD

TV22/30B CRQRY Vxx

PPPTOOED

TV22/30B CRQ WW Vxx

PPPTOOED

TV22/30B CRQ WRG Vxx

PPPTOOED



Series Pl - 222mm

® Red
® Green
Yellow
© Amber
® Blue
White

® Red/Green

® Red
® Green
Yellow
© Amber
® Blue
White

® Red/Green

Atype
Protruding
Head @30mm
Cut-out @22mm
Weight 19g

TV22/30 PIR ER Vxx
TV22/30 PIR EG Vxx
TV22/30 PIREY Vxx
TV22/30 PIR EA Vxx
TV22/30 PIR EB Vxx
TV22/30 PIR EW Vxx

P00

TV22/30 PIR ERG Vxx

PR

TV22/30 PIR DR Vxx
TV22/30 PIR DG Vxx
TV22/30 PIR DY Vxx
TV22/30 PIR DA Vxx
TV22/30 PIR DB Vxx
TV22/30 PIR DW Vxx

P00

TV22/30 PIR DRG Vxx

PR

B type

Flush Mounting
Head @32mm
Cut-out @30mm
Weight 24g

TV22/30B PIR ER Vxx
TV22/30B PIR EG Vxx
TV22/30B PIREY Vxx
TV22/30B PIR EA Vxx
TV22/30B PIR EB Vxx
TV22/30B PIR EW Vxx

P00

TV22/30B PIR ERG Vxx

PP

TV22/30B PIR DR Vxx
TV22/30B PIR DG Vxx
TV22/30B PIR DY Vxx
TV22/30B PIR DA Vxx
TV22/30B PIR DB Vxx
TV22/30B PIR DW Vxx

P00

TV22/30B PIR DRG Vxx

POD

A type
Protruding

Head 30x30mm
Cut-out @22mm
Weight 21g

TV22/30 PIQ ER Vxx
TV22/30 PIQ EG Vxx
TV22/30 PIQ EY Vxx
TV22/30 PIQ EA Vxx
TV22/30 PIQ EB Vxx
TV22/30 PIQ EW Vxx

P00

TV22/30 PIQ ERG Vxx

PP

TV22/30 PIQ DR Vxx
TV22/30 PIQ DG Vxx
TV22/30 PIQ DY Vxx
TV22/30 PIQ DA Vxx
TV22/30 PIQ DB Vxx
TV22/30 PIQ DW Vxx

el FLIrR] L)

TV22/30 PIQ DRG Vxx

PR

LED Indicators / Position

Product range

B type

Flush Mounting
Head 32x32mm
Cut-out 30x30mm
Weight 25g

TV22/30B PIQ ER Vxx
TV22/30B PIQ EG Vxx
TV22/30B PIQEY Vxx
TV22/30B PIQ EA Vxx
TV22/30B PIQ EB Vxx
TV22/30B PIQ EW Vxx

PolFLIrR] L)

TV22/30B PIQ ERG Vxx

PP

TV22/30B PIQ DR Vxx
TV22/30B PIQ DG Vxx
TV22/30B PIQ DY Vxx
TV22/30B PIQ DA Vxx
TV22/30B PIQ DB Vxx
TV22/30B PIQ DW Vxx

P00

TV22/30B PIQ DRG Vxx

PR
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LED Indicators / Semaphore

o . 3 e o
Series CR - 222mm Dimensions and wiring
TV22/30 CR

Dimensions mm 1:2 Dimensions mm  1:2
||= 57 } 10 «— —» <L5
m @@e 8| Atype @@e A& Btype
s Protruding Flush
— = Mounting
board thickness 10 mm board thickness 1 mm
clamping: threaded nut clamping: threaded nut

Screw terminal 14 AWG - 2,5mmq

12 8

Com b

Screw terminal 16 AWG - 0,75 + 1,0mmq

1 2 3 4 12 38 4 1 2 3 45 6
Face A ??? ?E? FaceB
Com LT Com c ComJ | |_b ‘ LT
a b a b a c
1 2 83 4 5 6
Face A FaceB

> , @ 1- White %Z :“ 1- White
) : ; gz::[en mw 5 2 - Brown 69 2 - Brown

g '69 [:: 3 - Green 2 3-Green
D L ., 4 - Yellow @9 4 - Yellow
e, S [::HA i L o

1
. Lo 4 1- White
1~ White 9 2 - Brown

&
L ., ch;:Z\g: @ @':' [ u o2 3 - Green
| %g 4 - Yellow
4 - Yellow
9 3 5- Grey
—l:lt::—oa 5- Grey o511 - Pink

—o5 LT

Jan
\<%
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Series Pl - 222mm

TV22/30 PI

Dimensions mm  1:2

57

le
|-

board thickness 10 mm

022

clamping: threaded nut

Screw terminal 14 AWG - 2,5mmq

Flying Leads

1 - White
2 - Brown

P

Dimensions mm  1:2

Dimensions and wiring

LED Indicators / Position

1,5
| |

30

A type
Protruding

@@e

board thickness 1 mm
clamping: threaded nut

1
2
3T

1 - White
2 - Brown
3-Green

0 Bty
i pe
® Flush
Mounting

Com Green

Red

- Beoor
»—"@—:l—az
—"@—:l—oa

1 - White
2 - Brown
3 - Green
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LED Indicators / Semaphore

Series CR - 222mm

a a Red
b Green

46

:=DOMO.it

Protruding

Head @48mm
Cut-out @22mm
Weight 33g

TV22/48 CRT RG Vxx

PRBITOO

Protruding

Head 48x48mm
Cut-out @22mm
Weight 35g

Product range

TV22/48 CRQ RG Vxx

PRBTOO



Series Pl - 222mm

® Red
® Green
) Yellow
© Amber
® Blue
White

® Red/Green

® Red
® Green
O Yellow
© Amber
® Blue
White

® Red/Green

Protruding

Head @48mm
Cut-out @22mm
Weight 31g

TV22/48 PIR ER Vxx
TV22/48 PIR EG Vxx
TV22/48 PIREY Vxx
TV22/48 PIR EA Vxx
TV22/48 PIR EB Vxx
TV22/48 PIR EW Vxx

P00

TV22/48 PIR ERG Vxx

polr IR

TV22/48 PIR DR Vxx
TV22/48 PIR DG Vxx
TV22/48 PIR DY Vxx
TV22/48 PIR DA Vxx
TV22/48 PIR DB Vxx
TV22/48 PIR DW Vxx

P00

TV22/48 PIR DRG Vxx

polr IRy

Protruding
Head 48x48mm

LED Indicators / Position

Product range

Cut-out @22mm

Weight 33g

TV22/48 PIQ ER Vxx
TV22/48 PIQ EG Vxx
TV22/48 PIQEY Vxx
TV22/48 PIQ EA Vxx
TV22/48 PIQ EB Vxx
TV22/48 PIQ EW Vxx

P00

TV22/48 PIQ ERG Vxx

POD

TV22/48 PIQ DR Vxx
TV22/48 PIQ DG Vxx
TV22/48 PIQ DY Vxx
TV22/48 PIQ DA Vxx
TV22/48 PIQ DB Vxx
TV22/48 PIQ DW Vxx

P00

TV22/48 PIQ DRG Vxx

POD

:=DOMO.it
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LED Indicators / Semaphore

Series CR - 222mm

TV22/48 CR

Dimensions mm 1:2

57

‘11,5‘«

board thickness 10 mm
clamping: threaded nut

Screw terminal 14 AWG - 2,5mmq Screw terminal 16 AWG - 0,75 + 1,0mmq
-~ Bicdr ~ Biolor+lampTest(tT)
1 2 3 12 3 4
Com b Com LT
a a b
Flying Leads

) 1
@ 1- White ® ; i \é\/hite
-7’@ @ — 2 2-Brown 5@ E : ‘ 3 —Gl;z\;vr?
@ 3-Green %9 [ 4 - Yellow
03 ﬂ_EKN:HA o

4g  ERDOMO.it

Dimensions and wiring



LED Indicators / Position

Series Pl - 222mm Dimensions and wiring

TV22/48 PI

Dimensions mm  1:2

57

‘11,5‘47

board thickness 10 mm
clamping: threaded nut

Screw terminal 14 AWG - 2,5mmq

-+ LT Com Green
S~ o~ ~ - Red

Flying Leads

1

1
1 - i - i
1 - White ; ‘éVh'te e 1- White
2 - Brown 2 - Brown 2 - Brown
2 sir 3-Green 3 - Green

—“'@—:»—ca

mDOMO.it 4



- Accessories and spare parts @16mm

Round label holder
Weight 1g

SIM16/24 PTR

Labels
Weight 4g

STapr

Tightening wrench
Weight 9g

ACK 22/16

220 asDOMO.it

S70p

Square label holder Fastener for type B elements Reducer ring from g22mm
Weight 1g Weight 2g to g16mm
Weight 2g

SIM16/24 PTS ASB18 ARF 22/16
- ASB24 -

Protective slides
Weight 4g

54{/{
ra o0 pr
W

SIM16/24 TOW SIM16/24 VPK

Contact ring filler for Pushbutton
Switches’ central contact
Weight 1g

CD16 A3 EC

Attention! DOMO Srl reserves the right to change, amend, modify, suspend, continue or terminate all or any part of the Product range either

in an individual case or in general, at any time without notice.



Accessories and spare parts @22mm

Round label holder Square label holder Fastener for type B elements Reducer ring from g30mm
Weight 2g Weight 2g Weight 3g to 22mm
Weight 2g

SIM22/30 PTR SIM22/30 PTS ASB 30 ARF 30/22
Labels Protective slides
Weight 4g Weight 4g
STy
Sy
7Ry
SIM22/30 TOW SIM22/30 VPK
Tightening wrench Lamp extractor
Weight 9g Weight 2g

Compatible with:
BA9s, BA7s, T5.5, T5.5k, MG

ACK 22/16 AEL BA9s/T5,5

Attention! DOMO Srl reserves the right to change, amend, modify, suspend, continue or terminate all or any part of the Product range either
[ | | H
in an individual case or in general, at any time without notice. IIDOMO.lt 221
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Comparative table

Series

Page

Sferical

Function

Indicator

Buzzer

Pushbutton

double pushbutton

illuminated pushbutton

Emergency mushroom

Keylock switch
selector switch

Emergency for safety

Design

Protruding

Flushmounting

Round

Square

Rectangular

Front protection (internal test)

1P40

IP54

IP65

IP67

Contact reting

10A

5A

Mounting Cut-out

28

212

216

@22

Terminal

Faston 2,8x0,8

Faston 2,8x0,5

Screw

Push-in (future)

BA9s, Ba7s, E10, MG, BA15d, BA15s, E14

Marking

Paint, Engraving, Film insert

Option
Lamp Test (LT)

Inbuilt Diode to avoid reverse feeding (PD)
Tropicalization (TR)

Double input + double lamp test (2C+2LT)

Low voltage glow protection (LVGP)

me e e e

RGB color

Compatible for DOMO Mosaic Mimic

Protruding

Flushmounting

10 EmDOMO.it
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For additional specifications, see DOMO product catalogue. Pictures not to scale. DOMO reserves the right to change specifications without further notice.
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