
Data sheet

Commercial Art.No.: 83.040.0131.0

IP switch WIENET UMS 5G-4PoE

wieNET IP Switch, 5-Port 10/100/1000, Unmanaged Gigabit PoE Switch, 4 Po E ports 
PSE based on IEEE 802.3 af/at, 4-Ports 10/100/1000baseT(X), PoE Power up to 30 
Watts for each PoE Port, Auto-negotiation, Auto-MDI/MDI-X , Store and forward 
transmission, Flow control, IP30 housing vertical de sign, Power supply 12-52 V DC

Commercial Art.No. 83.040.0131.0
EAN 4049088401435
Order Unit 1

Certificates / Approvals Image not found or type unknown

Technical data
Allgemein

Mounting method DIN rail (top hat rail)
Degree of protection (IP) IP30
Housing material Metal
Manageable No
Ethernet Yes
Power over Ethernet Yes
Fast Ethernet Yes
Gigabit Ethernet Yes
10 Gigabit Ethernet No
Number of ports 10/100/1000 Mbps RJ45 5
Number of ports 100 Mbps SC 0
Type of electric connection Push-In connection//true
LED status indication P1, P2, ALM, 4xPoE, 4x10/100M, 4xData
Connector cross section 0,25mm²...2,5mm² (AWG26...AWG12)
Wire strip length 9 mm

Technical data

Voltage type DC
Min. operating temperature -40 °C
Max. operation temperature 70 °C
Storage temperature / transport min. -40 °C
Storage temperature / transport max. 85 °C
relative humidity min. 5 %
relative humidity max. 95 %
Net weight 350 g
Redundant power supply 2 power inputs

Supply circuit
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Voltage type DC
Operating voltage min. 12 V
Operating voltage max. 52 V
Input voltage PoE (802.3af) 45V - 52V 
Input voltage PoE+ (802.3) 51V - 52V
Input current, max. 2.6 A
Power consumption max. 130 W

Dimensions

Depth 89.6 mm
Width 45.4 mm
Height 110 mm
Weight 350 g

Classification

ECLASS 8.1 19170106
ETIM 7.0 EC000734
ETIM 6.0 EC000734
ETIM 5.0 EC000734
ETIM 4.0 EC000734
ETIM 3.0 EC000734

Creation date 11.11.2017 Reserve technical changes Page 2




